@ www.murada.co.id
THERE'S ALWAYS ROOM FOR IMPROVEMENT

| SThr e - GRAINGER APPROVED Sealed Lead Acid Battery 12V
\ 75Ah GEL, 61KW89

2V - 75Ah
o SPLLIBLE BN ltem O5NVR0319  Mfr. Model 47045

Constant Voltage cm:'},e
so: 14.2: 14

sc-yrﬂ;;lwe: 13. 1‘-_;:;‘41V5‘

nitial Current: u;scmm

DO NOTSHO!

£ 0O MARGE AFTER USE

Product Details

Item Reference: 61KW89 Width (in): 7.3

Brand: GRAINGER APPROVED Height (in): 11.3

Weight (Ib): 48.03 Harmonization Code: 8507200040
Length (in): 11.1 Country of Origin: China

Product Description

Sealed Lead Acid Battery Battery Design GEL Voltage - Batteries 12V DC Capacity - Batteries 75 Ah Terminal Type - Batteries Tab
with Bolt Hole Height 8.05 in Width 6.79 in Depth 10.25 in Housing Material - Batteries ABS Battery Cycle Type Dual Purpose
Terminal Location Top Application General Purpose For Use With All Purpose Recharge Time 16 hr Battery Chemistry Lead Acid
Rechargeable Up To 3 yr Weight 47.4 |b Battery Cross-Reference CP12-75.0 Max Operating Temp 140 Degrees F
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